
= CNC machined aircraft grade aluminum alloy

.....components provide strength with reduced weight.

= Corrosion resistant side shafts are graduated for feed

.....reference.

= Hard chrome plated 2” dia. drive shaft improves durability and

.....resists corrosion.

= Maintanence free gearbox.

= Manual feed hand wheel in independent of rotation allowing

.....for operator fingertip control.

= All seals, bearings and ‘O’ rings are standardized for ease of

.....replacement.

Tapping Capacity Cutter Travel Operating Pressure Length (retracted) Weight

4” to 12” 24” & 36” 500 PSI 52.5” 190 lbs

Hydraulic and Pneumatic Systems Available

Hydraulic Req. 15 GPM / 1800 PSI

Air Req. 100 CFM @ 90-110 PSI

Pressure Rating 500 PSI

Hydraulic Drive Models

Part Number Description

T412-A25H MLT 412 - 25” Travel c/w Tool Box

T412-A36H MLT 412 - 36” Travel c/w Tool Box

T412-A60H MLT 412 - 60” Travel c/w Tool Box

T412-AK Accessory Tool Kit

Pneumatic Drive Models

Part Number Description

T412-A25P MLT 412 - 25” Travel c/w Tool Box

T412-A36P MLT 412 - 36” Travel c/w Tool Box

T412-A60P MLT 412 - 60” Travel c/w Tool Box

T412-AK Accessory Tool Kit

MLT412
Mainline Tapping Tool



Mechanical Joint Adapters for Waterworks Applications

Part Number Description

S450-40 4”

S450-60 6”

S450-80 8”

S450-100 10”

S450-120 12”

Cutter Hubs

Part Number Description

T319-1 Fits Mueller Models C1-36 & CC-25

T319-3 Fits Footage MLT 412 & Mueller CL-12

Pilot Drills

Part Number Description

T410-11 PVC Shell Cutter 1-3/8”

T192-11 CI/DI & Steel 1-3/8”

T189-11 Carbide Replacement Blade for CI/DI Pilot Drill

Pilot Extension Holders

Part Number Description

T187-35 For 4” Cutter

T188-55 For 6” Cutter

T188-65 For 8” Cutter

T188-75 For 10” and 12” Cutters

Standard Shell Cutters for CI/DI and PVC

Part Number Description

T376-11 4”

T320-1 6”

T321-1 8”

T322-1 10”

T323-1 12”


