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TAPPING TEES: Series-B
PE2708
IPS, DR11, Stainless

• Approval: ASTM D2513/D3261
• *Approval: ASTM D2513/D3261; CSA B137.4
Please call for more information on pricing, availability, other sizes and dimensions. 
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Box Qty

* 1-1/4" IPS x 1" IPS 360 002 663 0.6 1 3 4 2 10
* 2" IPS x 3/4" IPS 360 002 681 0.5 1 3 4 2 10
* 2" IPS x 1" IPS (Trainer) 360 023 281 0.2 100
* 2" IPS x 1" IPS 360 002 694 0.7 80
* 2" IPS x 1" IPS (Emery) 360 002 695 0.6 1 3 4 2 10
* 2" IPS x 1" IPS (Stops) 360 060 028 0.5 10
* 3" IPS x 3/4" IPS 360 002 714 0.6 10

3" IPS x 3/4" IPS (Emery) 360 023 317 0.6 10
* 3" IPS x 1" IPS 360 002 722 0.6 10
* 3" IPS x 1" IPS (Stops) 360 060 029 0.5 10

4" IPS x 3/4" IPS (Trainer) 360 023 364 0.3 60
* 4" IPS x 3/4" IPS 360 023 365 0.6 80
* 4" IPS x 3/4" IPS (Emery) 360 002 739 0.5 1 3 4 2 10
* 4" IPS x 1" IPS (Trainer) 360 023 389 0.4 100
* 4" IPS x 1" IPS 360 002 745 0.8 75
* 4" IPS x 1" IPS (Stops) 360 060 030 0.5 10

6" IPS x 3/4" IPS (Trainer) 360 023 427 0.3 60
6" IPS x 3/4" IPS 360 002 761 0.5 10

6" IPS x 3/4" IPS (Emery) 360 023 428 0.6 10
* 6" IPS x 1" IPS 360 002 769 0.6 80
* 6" IPS x 1" IPS (Stops) 360 060 031 0.5 10

8" IPS x 3/4" IPS 360 003 577 0.5 60
8" IPS x 3/4" IPS (Emery) 360 023 472 0.7 10

* 8" IPS x 1" IPS 360 002 787 0.7 80
* 8" IPS x 1" IPS (Stops) 360 060 032 0.5 10
* 8" IPS x 1-1/4" IPS 360 002 788 1.5 60

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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